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Picture from end (Pier only)
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LP Conversion Instructions
Install the conversion kit prior to installing the fireplace to ensure proper gas use.

1 Remove the glass (see page 36).  Remove the logs and coals (if installed - page 39)

2 Remove the grate (4 screws hold it in place).

    

3 Remove the two shelves on the side of the orifice cover (2 screws hold each one in place).

    

4 Remove the orifice cover (the plate over the air shutter levers – 2 screws hold it in place).
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5 Remove both side burners (4 screws hold each one in place).

    

6 Remove the center burner (2 screws hold it in place).
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7 The manifolds that secure the three orifices are visible at this point.  Detach the air shutter
stopper on the mixing tube brackets to gain full access to the orifices (2 screws hold them in
place).

    

8 Remove the NG orifices and replace with the LP orifices.  See the table below for correct
orifice selection (each orifice is stamped for identification).
NOTE: The LP orifice kit only includes two #56 orifices (these install on the side burners).  For
the center burner, remove one of the side burner orifices (# 52 - shipped on the fireplace for NG
configuration) and place it on the center manifold.

ORIFICE TABLE Center Burner Side Burner (2)

NG #32 #52

LP #52 #56

9 Switch the pilot hood to the “LP” size following the directions below.
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Un-screw the pilot 

hood 1/4 turn.
Slide this silver tab out. When in the LP position a hole 

will appear near one of the tabs.

Tighten the pilot hood 

until it is fully secure.

Figure 26

NOTE: The sliding portion of the pilot orifice may be positioned differently.  Instead of pulling it
towards you, you may push it away.  Either way – when the hole appears near the tab, the orifice is
in the LP position.

10 Remove the cover over the gas control valve.



46 Finalizing the Installation  (for qualified installers only)

© Travis Industries 4090102 100-01212_000

11 The gas control valve has a propane conversion shaft that alters the outlet pressure.  Remove
the rubber cap over the propane conversion shaft and twist the small knob so the line points to
“LP” (see Figure 27).

Pilot Adj.

Inlet

Outlet

NATURAL TO PROPANE
CONVERSION SHAFT
(UNDER RUBBER CAP)

LP

NAT

NAT

LP

Main

Pilot

     

Side View

NG 
(Natural Gas)

LP 
(Propane)

Conversion Shaft 

(Note how it is in a lower 

position when switched to LP)

Figure 27

12 Remove the NG rate screw and replace it with the LP rate screw included in the owner’s pack
(see Figure 28).  Take care to not damage the rubber o-ring on the rate screw when installing.

Pilot Adj.

Inlet

Outlet

RATE SCREW (BRASS)

LP

NAT

NAT

LP

Main

Pilot

   

LP 
(Propane)

NG 
(Natural Gas)

Rate Screws

Figure 28

13 Return the fireplace to the correct configuration (replace firebox and valve cover components).

14 The fireplace receiver module will need to be configured for LP.  This is done by pressing and
holding the “Learn” switch FOR 20 SECONDS (see “Battery Pack / Learn Switch Installation” on
page 15).  The receiver will give off a short beep (less than 1 second) when configured for LP.
The receiver will give off a long beep (3 seconds) when configured for NG.  By pressing the
switch for 20 seconds, you toggle between the two settings.

15 Make the gas line connection, bleed the gas line (if applicable), start the heater and thoroughly
leak-test all gas connections and the gas control valve (see Gas Line Requirements on page 18
for details).  Check the pilot and adjust if necessary.



Finalizing the Installation  (for qualified installers only) 47

© Travis Industries 4090102 100-01212_000

Power Heat Duct Installation

The optional power heat duct may be
used with this fireplace.  Refer to the
part numbers below if you wish to insta
this accessory.  Instructions are includ
with the power heat duct.

•  Power Heat Duct (98500769)

•  1080/36 ST-Pier CF Power Heat
Duct Wiring Kit (94400995) -
required for thermodisk
controlled on/off operation

NOTE: The power heat duct must be
attached at the time of fireplac
installation.

Electrical 
Source

Starter Ring

Use 10” x 3-1/4” 
wall stack (duct) 
when passing 
through tight 
areas.

6" Duct

Duct Adapter 
(6” Round to 10” x 3-1/4”)

Floor 
Boot

Grill

Rheostat 
(with cover plate)

Junction Box

Wall Adapter 
(for use on 
2 x 4 walls)

Heat Duct 
Electrical 
Wiring

Blower 
Box

Maximum Duct 
Length = 20'

Andiron Installation
This fireplace includes four andiron brackets
that allow for use of the optional andirons.
Follow the directions below if installing
andirons.  NOTE: The firebacks should be
installed prior to installing the andirons.

1 The andiron clip attaches to the front of the
burner (there are two on each side for a total
of four).  Remove the screw and attach the
clip.  NOTE: the firebacks are not pictured
in the pictures.

2 Secure the andiron to the clip with the bolts
included with the andirons.  We recommend
you pre-thread the andirons to ease
installation.
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